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7. Fences: All Type "A" outdoor swimming pools including deck area
shall be enclosed by a substantial barrier or fence of minimum 4-foot
height to promote safety and cleanliness of water.
8. Steps and Ladders: Non-slip steps will be permitted on the shal-
low end and may extend inside the pool provided they are adequately
marked. Two or more ladders shall be provided for all pools. One ladder
shall be provided for each 75 feet perimeter. One ladder may be de-
leted if recessed or radial steps are installed in the shallow end of the pool.
Where radial or recessed steps are used, a handrail shall be installed.
All ladders shall be a minimum of three-tread design and shall include
treads of non-slip construction. Ladders and handrails shall be of re-
movable type.
9. Overflow Facilities: All semi-public and public pools shall have one
of the following types of surface skimming devices:
a. Overflow Gutters.
(1) Recessed Gutters: If recessed gutters are used, they shall be
located near the top of the pool wall and shall have a minimum depth
of three inches (3"). They shall be uniformly level and be designed
to serve as a handhold. The gutter drain outlets shall be constructed
of a non-corrosive material and shall be placed on a minimum of
fifteen foot (15') centers in all recessed gutters. The gutter bottom
shall slope toward these outlets with the minimum slope of one-
eighth inch (1/8") per foot. Gutter must be easily accessible for
cleaning. The opening into gutter shall not be less than 4 inches (4")
high and interior not less than 4 inches (4") wide.
(2) Lay-Out or Roll-Out Gutters: A lay-out or roll-out gutter
must have a width of 8 to 12 inches and shall have an edge uniformly
level. The lip of the gutter shall have a minimum pitch of 1 inch
to 12 inches of width. Gutter drains of non-corrosive material shall
be located on 8-foot centers in flat or non-sloping roll-out gutters.
b. Recirculating Surface Skimmers.
At least one skimmer shall be provided for each 800 square feet, or
fraction thereof, of water surface area provided acceptable handhold
is installed. The handhold shall be no more than 9 inches above the
normal water level.
(1) Each skimmer shall be designed for a flow-through rate of
at least 30 gallons per minute and the total capacity of all skimmers
in any pool shall be approximately 50% of the required filter flow of
the recirculation system.
(2) They shall be automatically adjustable to variations in water
level over a range of at least three inches (3").
(3) An easily removable and cleanable basket, or screen, through
which all overflow water must pass shall be provided to trap large
solids.
(4) The skimmer shall be provided with a device to prevent air-
lock in the suction line. If an equalizer pipe is used, it shall provide
an adequate amount of make-up water for pump suction should the
water of the pool drop below weir level. This pipe shall be at least


